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Contract # 64B27
GENERAL NOTES

The strip seal shall be made continuous and shall have
a minimum thickness of 4. The configuration of the
strip seal shall match the configuration of the Locking
Edge Rails.

e . H',*-34,,¢ x 8

- studs at I’-07 cfs. The height and thickness of the Locking Edge Rails shown

are minimum dimensions. The actual configuration of the
Locking Edge Rails and mafching strip seal may vary from
T manufacturer to manufacturer. Flanged edge rails will not
S be allowed.
* L Locking Edge Rails may be spliced at slope discontinuities
«3,7 0 x 8 and stage construction joints.
LT studs of 507 ofe. The manufacturer’s recommended installation methods
T shall be followed.

The joint opening and deck dimensions detalled on the
superstructure are based on a preformed joint seal. If the
contractor elects to use the alternate strip seal joint, the
opening and deck dimensions shall be modified according
to the dimensions detailed on this sheet. Required
modifications shall be made af no additional cost to the State.
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Anchor Plate.
Place plates at 1-07* c¢ts.
(alt. with top horizontal studs)

6 ¢ holes at I’-Q" cts. for 7 ¢
bolts. All boits shall be burned, sawed,
or chipped off flush with the plates
dafter forms are removed. (fyp.)
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* 3,009 x 8" studs
at 1’-0* cts. (alt. with top
horizontal studs.)

T’ § holes at 1:-0" cts. for %" ¢
bolfs.” All bolts shall be burned, sawed,
or chipped off flush with the plates
after forms are removed. (typ.)

SECTION THRU ROLLED RAIL EXP. JOINT

(186 Studs Required)

SECTION THRU WELDED RAIL EXP. JOINT

(112 Studs Required)
(74 Anchor Plates Required)

* Granular or solid flux filled headed studs conforming to
Article 1006.32 of the Sitd. Specs.. automatically end welded.
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| N parapet. Top _of Locking
§ or wall Edge Rail ' Sidewalk surface or
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% L OCKING EDGE RAIL SPLICE 30° 2 ]
; | The inside of the locking edge rail groove shall be free of weld residue. ﬁ : e ¢ IL. RTE. 78 OVER
¢ § — - E DAVIS CREEK
: DESIGNED COM o - 200 F.A. 642 SECTION (I0BR-3)D & 11BR-8
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DRAWN caM PASSED I — * Shorter plates with a single row of studs af 2" STRUCTURE NUMBER 043-0042
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